
1. About this howTo
This document describes in short steps, how to setup ManageEngine OpManager for monitoring Kentix 
AlarmManager-PRO with connected MultiSensors and sending E-Mail notifications.

2. Initial Setup
1. Download and install ManageEngine OpManager
2. Download the Kentix MIB file archive from the Kentix Website. 
3. Take the file kampro.mib of this archive and copy it into the mibs folder of the

OpManagerʻs install directory.
4. Start and login to the OpManager (if not already running).
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3. Adding the AlarmManager to OpManagerʻs devices

1. Create a new devices template by selecting Admin | Device Templates | New template.
2. Enter a name for the template, select Vendor name and Category and the monitoring interval.

Search the System OID by clicking Query Device.

3. Click on Add Monitors to preconfigure monitoring for connected MultiSensors.
4. Select Add Bulk to add one or more Sensors to be monitored.
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5. Add a new Sensor with its OID (for temperature, humidity and dew point the OID has to be divided by 10, 
e.g.   .1.3.6.1.4.1.37954.1.2.1.2.0/10), query interval and Threshold Settings.
Finish with OK and then click on Create.

6. Add a new device by selecting Admin | Add Device. Enter the AlarmManagers IP-Address and finish with 
„Add Device“.
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7. Open Home | Overview to see the added AlarmManager. An existing temperature alarm would now be 
shown in one of the overviews views.

4. Activating alarm notification for MultiSensor value alarms 
1. Select Admin | Mail Server Settings
2. Enter the data or your E-Mail provider or E-Mail server.
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3. Select Admin | Notification Profiles and click Add New in Email Profiles.
4. As subject select Message of the Alarm and press Save. Test your settings with the Test Actions 

Button.

5. Select Home and click on your infrastructure category. Move to List view and click on the name of the 
AlarmManager (shown as „Digi International“).

6. Open the Notification Profile and Click here to add a new Profile.
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7. Select the created profile and click Next.

8. Activate the setting when any Threshold rule is violated and press [selected...]. Activate the threshold 
rule in the popup. Close the popup and press Next.

9. Define a time period or keep the preset setting Apply this profile all the time. Finish setup by pressing 
Save.

 

10. The notification is now configured. Make a test by setting one of the threshold values below the 
measured temperature.
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